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HydroStar HQ-... / NQ-…

Voreinstellvorrichtung für Spannzangen mit Axialeinstellung
Presetting equipment for collets with axial adjustment
Dispositivo per preimpostazione di pinze con impostazione assiale

MC-Spannzangen Ø15 / Ø 20 / Ø25
MC-Collets
MC-Pinze

MCT-Gewindebohrer-Spannzange Ø20 / Ø25
MCT-Screw tap collet
MCT-Pinze per maschiatura

MCTF-Gewindeschneidfutter Ø20 / Ø25
MCTF-Tapping collet
MCTF-Pinze per maschiatura

MCTX-Gewindeschneidfutter Ø20 / Ø25
MCTX-Tapping collet
MCTX-Pinze per maschiatura

Gewindeschneidfutter
Tapping collet
Portautensili per filettare

MF-Kraftspannfutter SK / MAS / CAT / HSK
MF-Power Chuck
MF-Mandrini forte serraggio

MC-Kraftspannfutter auswuchtbar SK / MAS / CAT / HSK
MC-Power Chuck balancable
MC-Mandrini forte serraggio bilanciabile

MC-Spannhülse für Kraftspannfutter
MC-Collets for Power chuck
MC-Pinze per mandrini forte serraggio



HQ

SW / M2

Übertragbares Drehmoment

Code Type d1 d2 d3 l1 l2

8999 HydroStar-HQ-15 15 19 52 25 41 5 40 5

9000 HydroStar-HQ-20 20 25 59 30 46 6 120 10

9008 HydroStar-HQ-25 25 32 70 35 55 6 290 16

9006 HydroStar-HQ-30 30 38 76 40 60 6 500 16

9004 HydroStar-HQ-32 32 41 79 42 62 6 600 16

9005 HydroStar-HQ-35 35 44 82 45 65 6 800 16

8992 HydroStar-HQ-40 40 52 92 55 75 8 1200 24

8993 HydroStar-HQ-45 45 56 96 58 78 8 1550 24

8991 HydroStar-HQ-50 50 65 105 60 80 8 2000 24

8989 HydroStar-HQ-60 60 75 122 70 95 10 4000 40

8990 HydroStar-HQ-70 70 90 136 85 110 10 6500 40

8997 HydroStar-HQ-75 75 95 146 90 115 10 7800 40

8998 HydroStar-HQ-80 80 100 154 95 120 10 9000 40

8996 HydroStar-HQ-90 90 112 170 105 133 10 13000 60

9001 HydroStar-HQ-100 100 125 184 115 145 12 18000 80
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HydroStar Hydrodehn-Spannelement | Hydraulic chuck | Portautensili con bloccaggio idraulico

High Quality

Anzugsmoment

Conferrable torque Tightening torque

Coppia trasmissibile Coppia di spunto

M1 (Nm) M2 (Nm)

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm



NQ

SW / M2

Übertragbares Drehmoment

Code Type d1 d2 d3 l1 l2

8995 HydroStar-NQ-15 15 18 46,0 25 39 5 46 5

8933 HydroStar-NQ-5/8" 15,875(5/8") 19 47,0 26 40 5 53 5

8967 HydroStar-NQ-16 16 19 47,0 26 40 5 53 5

8939 HydroStar-NQ-19 19 23 50,5 28 42 5 85 5

8941 HydroStar-NQ-3/4" 19,05(3/4") 23 50,5 28 42 5 85 5

8938 HydroStar-NQ-20 20 24 51,5 30 44 5 110 5

8937 HydroStar-NQ-22 22 27 55,5 32 46 5 130 5

8944 HydroStar-NQ-24 24 29 57,5 33 47 5 190 5

8945 HydroStar-NQ-25 25 30 58,0 35 49 5 230 5

8994 HydroStar-NQ-1" 25,4(1") 31 59,0 35 49 5 190 5

8943 HydroStar-NQ-28 28 34 63,0 38 52 5 280 5

8942 HydroStar-NQ-30 30 36 64,5 40 54 5 380 5

34919 HydroStar-NQ-1 1/4" 31,75(11/4") 39 68,5 42 56 5 430 5

8929 HydroStar-NQ-32 32 39 68,5 42 56 5 440 5

8930 HydroStar-NQ-35 35 42 73,0 45 59 5 640 5

8928 HydroStar-NQ-38 38 46 84,5 52 72 8 890 21

8959 HydroStar-NQ-1 1/2" 38,1(11/2") 46 84,5 52 72 8 890 21

8926 HydroStar-NQ-40 40 48 86,5 55 75 8 1100 21

8927 HydroStar-NQ-42 42 51 89,0 56 76 8 1100 21

8934 HydroStar-NQ-45 45 54 93,0 58 78 8 1400 21

8935 HydroStar-NQ-48 48 59 97,0 59 79 8 1700 21

8931 HydroStar-NQ-50 50 60 98,5 60 80 8 1900 21

8940 HydroStar-NQ-2" 50,8(2") 61 101,5 60 80 8 1900 21

8932 HydroStar-NQ-55 55 67 106,0 65 85 8 2400 21

8946 HydroStar-NQ-60 60 73 115,5 70 90 8 3300 21

8960 HydroStar-NQ-70 70 85 135,5 85 109 10 5600 39

8961 HydroStar-NQ-80 80 97 145,5 95 119 10 8700 39
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HydroStar Hydrodehn-Spannelement | Hydraulic chuck | Portautensili con bloccaggio idraulico

Normal Quality

Anzugsmoment

Conferrable torque Tightening torque

Coppia trasmissibile Coppia di spunto

M1 (Nm) M2 (Nm)

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm



MS-TSU-CAL-200

Adapter

Adapter

MC-TSU-25

MC-…-axial

Code Type d1 Bemerkung | Note | Nota 

34932 MC-TSU-25-CAL 25 mit | incl. MC-TSU-CAL-200

34933 MC-TSU-25 25

34934 MC-TSU-CAL-200 -

34935 MC-TSU-A15 15

34936 MC-TSU-A20 20
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Voreinstellvorrichtung für Spannzangen mit Axialeinstellung | Presetting equipment for collets with axial adjustment

Dispositivo per preimpostazione di pinze con impostazione assiale

Adattatore

ohne | without | senza MC-TSU-CAL-200

Digital-Messbrücke | Digital measuring bridge | Ponte di misura digitale

Adapter | adattatore für | per Ø15 ( auf Anfrage | on request | su richiesta )

Adapter | adattatore für | per Ø20



MC-…-S

Code Type d1
l1

s1 s2
min. max.

30680 MC-15.03-axial-S 3 27 35 MC-HOL-1305 MC-SCR-0512 MC15

8064 MC-15.04-axial-S 4 27 35 MC-HOL-1305 MC-SCR-0512 MC15

8065 MC-15.05-axial-S 5 27 35 MC-HOL-1305 MC-SCR-0512 MC15

8061 MC-15.06-axial-S 6 27 35 MC-HOL-1305 MC-SCR-0512 MC15

8070 MC-15.08-axial-S 8 27 35 MC-HOL-1305 MC-SCR-0512 MC15

8066 MC-15.10-axial-S 10 31 35 MC-HOL-1305 MC-SCR-0508 MC15

8054 MC-15.12-axial-S 12 31 35 MC-HOL-1305 MC-SCR-0508 MC15

MC-…-L

A

Code Type d1
l1

s1 s2
min. max.

8063 MC-15.06-axial-L 6 33 41 MC-HOL-1305 MC-SCR-0512 MC15

8069 MC-15.08-axial-L 8 33 41 MC-HOL-1305 MC-SCR-0512 MC15

8068 MC-15.10-axial-L 10 37 41 MC-HOL-1305 MC-SCR-0508 MC15

8067 MC-15.12-axial-L 12 37 41 MC-HOL-1305 MC-SCR-0508 MC15
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Spannzangen Ø15, kurz | Collets Ø15, short | Pinze Ø15, corto

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

Spannzangen Ø15, lang | Collets Ø15, long | Pinze Ø15, lungo

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

s1 Anschlaghalter | Stop holder | Fermo

s2 Anschlagschraube | Stop screw | Vite per fermo

Sonderabmessungen auf Anfrage | Special dimensions on request | Misure speciale su richiesta

Lieferumfang: ohne Demontageschlüssel | Delivery: without disassembling key | Consegna: senza chiave



MC-20

Code Type d1
l1

s1 s2
min. max.

8051 MC-20.03-axial 3,0 27 34 MC-HOL-1608 MC-SCR-0816 MC20

8052 MC-20.035-axial 3,5 27 34 MC-HOL-1608 MC-SCR-0816 MC20

8059 MC-20.04-axial 4,0 27 34 MC-HOL-1608 MC-SCR-0816 MC20

31476 MC-20.045-axial 4,5 27 34 MC-HOL-1608 MC-SCR-0816 MC20

8056 MC-20.05-axial 5,0 27 34 MC-HOL-1608 MC-SCR-0816 MC20

8085 MC-20.06-axial 6,0 35 46 MC-HOL-1608 MC-SCR-0816 MC20

8083 MC-20.07-axial 7,0 35 46 MC-HOL-1608 MC-SCR-0816 MC20

8087 MC-20.08-axial 8,0 35 46 MC-HOL-1608 MC-SCR-0816 MC20

8074 MC-20.09-axial 9,0 36 46 MC-HOL-1608 MC-SCR-0816 MC20

8081 MC-20.10-axial 10,0 36 46 MC-HOL-1608 MC-SCR-0816 MC20

31688 MC-20.11-axial 11,0 36 46 MC-HOL-1608 MC-SCR-0816 MC20

8078 MC-20.12-axial 12,0 36 46 MC-HOL-1608 MC-SCR-0816 MC20

8022 MC.20.13-axial 13,0 36 46 MC-HOL-1608 MC-SCR-0816 MC20

8021 MC-20.14-axial 14,0 36 46 MC-HOL-1608 MC-SCR-0816 MC20

8019 MC-20.15-axial 15,0 36 46 MC-HOL-1608 MC-SCR-0816 MC20

8027 MC-20.16-axial 16,0 36 46 MC-HOL-1608 MC-SCR-0816 MC20

33197 MC-20.17-axial 17,0 36 46 MC-HOL-1608 MC-SCR-0816 MC20

8026 MC-20.18-axial 18,0 36 46 MC-HOL-1608 MC-SCR-0816 MC20
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Spannzangen Ø20 | Collets Ø20 | Pinze Ø20

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

s1 Anschlaghalter | Stop holder | Fermo

s2 Anschlagschraube | Stop screw | Vite per fermo

Sonderabmessungen auf Anfrage | Special dimensions on request | Misure speciale su richiesta

Lieferumfang: ohne Demontageschlüssel | Delivery: without disassembling key | Consegna: senza chiave



MC-25

Code Type d1
l1

s1 s2
min. max.

8009 MC-25.06-axial 6 36 44 MC-HOL-2308 MC-SCR-0816 MC25

31030 MC-25.07-axial 7 36 44 MC-HOL-2308 MC-SCR-0816 MC25

8016 MC-25.08-axial 8 36 44 MC-HOL-2308 MC-SCR-0816 MC25

8015 MC-25.09-axial 9 40 44 MC-HOL-2308 MC-SCR-0816 MC25

8043 MC-25.10-axial 10 40 44 MC-HOL-2308 MC-SCR-0816 MC25

8042 MC-25.11-axial 11 40 44 MC-HOL-2308 MC-SCR-0816 MC25

8041 MC-25.12-axial 12 45 50 MC-HOL-2308 MC-SCR-0816 MC25

33198 MC-25.13-axial 13 45 50 MC-HOL-2308 MC-SCR-0816 MC25

8049 MC-25.14-axial 14 45 50 MC-HOL-2308 MC-SCR-0816 MC25

8045 MC-25.15-axial 15 45 50 MC-HOL-2308 MC-SCR-0816 MC25

8046 MC-25.16-axial 16 48 50 MC-HOL-2308 MC-SCR-0816 MC25

33199 MC-25.17-axial 17 48 50 MC-HOL-2308 MC-SCR-0816 MC25

8033 MC-25.18-axial 18 48 50 MC-HOL-2308 MC-SCR-0816 MC25

33200 MC-25.19-axial 19 48 50 MC-HOL-2308 MC-SCR-0816 MC25

8032 MC-25.20-axial 20 50 50 MC-HOL-2308 MC-SCR-0816 MC25
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Spannzangen Ø25 | Collets Ø25 | Pinze Ø25

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

s1 Anschlaghalter | Stop holder | Fermo

s2 Anschlagschraube | Stop screw | Vite per fermo

Sonderabmessungen auf Anfrage | Special dimensions on request | Misure speciale su richiesta

Lieferumfang: ohne Demontageschlüssel | Delivery: without disassembling key | Consegna: senza chiave



MCT-20

Code Type d1 l1 SW s1

32436 MCT-20.06-SW4,9 6 35 4,9 MC-HOL20-4,9 MC20

32867 MCT-20.07-SW5,5 7 35 5,5 MC-HOL20-5,5 MC20

32868 MCT-20.08-SW6,2 8 35 6,2 MC-HOL20-6,2 MC20

32869 MCT-20.09-SW7,0 9 37 7,0 MC-HOL20-7,0 MC20

33208 MCT-20.10-SW8,0 10 37 8,0 MC-HOL20-8,0 MC20

33209 MCT-20.12-SW9,0 12 37 9,0 MC-HOL20-9,0 MC20
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Gewindebohrer-Spannzange Ø20 | Tapping collet Ø20 | Pinze per maschiatura Ø20

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

s1 Anschlaghalter | Stop holder | Fermo

Sonderabmessungen auf Anfrage | Special dimensions on request | Misure speciale su richiesta

Lieferumfang: ohne Demontageschlüssel | Delivery: without disassembling key | Consegna: senza chiave



MCT-25

Code Type d1 l1 SW s1

33213 MCT-25.06-SW4,9 6 44 4,9 MC-HOL25-4,9 MC25

33214 MCT-25.07-SW5,5 7 44 5,5 MC-HOL25-5,5 MC25

33215 MCT-25.08-SW6,2 8 44 6,2 MC-HOL25-6,2 MC25

33216 MCT-25.09-SW7,0 9 44 7,0 MC-HOL25-7,0 MC25

33217 MCT-25.10-SW8,0 10 44 8,0 MC-HOL25-8,0 MC25

33218 MCT-25.11-SW9,0 11 44 9,0 MC-HOL25-9,0 MC25

33219 MCT-25.12-SW9,0 12 50 9,0 MC-HOL25-9,0 MC25

33220 MCT-25.14-SW11,0 14 50 11,0 MC-HOL25-11,0 MC25

33221 MCT-25.16-SW12,0 16 50 12,0 MC-HOL25-12,0 MC25

33222 MCT-25.18-SW14,5 18 50 14,5 MC-HOL25-14,5 MC25

33223 MCT-25.20-SW16,0 20 50 16,0 MC-HOL25-16,0 MC25
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Gewindebohrer-Spannzange Ø25 | Tapping collet Ø25 | Pinze per maschiatura Ø25

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

s1 Anschlaghalter | Stop holder | Fermo

Sonderabmessungen auf Anfrage | Special dimensions on request | Misure speciale su richiesta

Lieferumfang: ohne Demontageschlüssel | Delivery: without disassembling key | Consegna: senza chiave



MCTF-20

Code Type d1 l1

MCTF-20.035-SW027 3,5 14 2,7

MCTF-20.040-SW030 4,0 14 3,0

MCTF-20.045-SW034 4,5 14 3,4

MCTF-20.060-SW049 6.0 14 4,9

MCTF-20.070-SW055 7,0 14 5,5

MCTF-20.080-SW062 8,0 14 6,2

MCTF-20.090-SW070 9.0 14 7,0

MCTF-20.100-SW080 10,0 14 8,0

MCTF-20.110-SW090 11,0 14 9,0

MCTF-20.120-SW090 12,0 14 9,0
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Gewindeschneidfutter ohne Zugausgleich | Tapping collet without pulling compensation |

Bussole per maschiare senza compensazione assiale

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

Sonderabmessungen auf Anfrage | Special dimensions on request | Misure speciale su richiesta



MCTF-25

Code Type d1 l1

MCTF-25.035-SW027 3,5 14 2,7

MCTF-25.040-SW030 4,0 14 3,0

MCTF-25.045-SW034 4,5 14 3,4

MCTF-25.060-SW049 6,0 14 4,9

MCTF-25.070-SW055 7,0 14 5,5

MCTF-25.080-SW062 8,0 14 6,2

MCTF-25.090-SW070 9,0 14 7,0

MCTF-25.100-SW080 10,0 14 8,0

MCTF-25.110-SW090 11,0 14 9,0

MCTF-25.120-SW090 12,0 14 9,0

MCTF-25.140-SW110 14,0 14 11,0

MCTF-25.160-SW120 16,0 14 12,0

MCTF-25.180-SW145 18,0 14 14,5
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Gewindeschneidfutter ohne Zugausgleich | Tapping collet without pulling compensation |

Bussole per maschiare senza compensazione assiale

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

Sonderabmessungen auf Anfrage | Special dimensions on request | Misure speciale su richiesta



MCTX-20

Code Type d1 l1

32742 MCTX-20.035-SW2,7 3,5 20 2,7 MC20

31019 MCTX-20.045-SW3,4 4,5 20 3,4 MC20

31018 MCTX-20.06-SW4,9 6,0 21 4,9 MC20

31020 MCTX-20.07-SW5,5 7,0 21 5,5 MC20

31017 MCTX-20.08-SW6,2 8,0 21 6,2 MC20

31021 MCTX-20.09-SW7,0 9,0 20 7,0 MC20

MCTX-25

Code Type d1 l1

32743 MCTX-25.035-SW2,7 3,5 20 2,7 MC25

33224 MCTX-25.045-SW3,4 4,5 20 3,4 MC25

31011 MCTX-25.06-SW4,9 6,0 21 4,9 MC25

31012 MCTX-25.07-SW5,5 7,0 21 5,5 MC25

30790 MCTX-25.08-SW6,2 8,0 21 6,2 MC25

31013 MCTX-25.09-SW7,0 9,0 20 7,0 MC25

31014 MCTX-25.10-SW8,0 10,0 25 8,0 MC25

31015 MCTX-25.11-SW9,0 11,0 25 9,0 MC25

31016 MCTX-25.12-SW9,0 12,0 25 9,0 MC25
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Gewindeschneidfutter mit Zugausgleich | Tapping collet with pulling compensation |

Bussole per maschiare con compensazione assiale

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

Sonderabmessungen auf Anfrage | Special dimensions on request | Misure speciale su richiesta

Zugausgleich
Compensation
Compensazione

Einspanntiefe zyl. Ø d1
Chuck depth
Profonditá di bloccaggio

Zugausgleich
Compensation
Compensazione

Einspanntiefe zyl. Ø d1
Chuck depth
Profonditá di bloccaggio



Antriebseinheit (Bohren / Fräsen)
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Angetriebene Werkzeuge | Driven tools | Utensili motorizzati

Mehrspindel-Axialbohrkopf Achsversetzter-Axialkopf

Axial multi spindle head Axial offset drill / milling head

Testa per foratura assiale Testa assiale con asse spostata

Drill / milling unit

Unità di trazione per fresatura / foratura

Bohrstangenhalter mit hydraulischer Klemmung HydroStar |

Tool holder for boring bars with hydraulic clamping HydroStar |

Portautensile per barenatura con bloccaggio idraulico HydroStar



GMZ

Zugausgleich
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Gewindeschneidfutter mit Zugausgleich | Tapping collet with pulling compensation | 

Bussole per maschiare con compensazione assiale

Compensation

Compensazione Grundhalter | Body | Corpo

Spanneinsatz | Clamping insert | inserto di bloccaggio

Gewindebohrer | Tap drill | Maschio



GMZ

Anschlag

Stopper

Druckfeder

Zylinderstift

Code Type

32726 GMZ-25-59

montiert mit : Anschlag / Druckfeder / Zylinderstift

RED

Grundhalter

Code Type d1 l1 d2 l2 l3 l4 s

32730 RED-7-5,5 7 30 13 20,6 37 72 5,5 REDCS-0412 (2x)

34173 RED-8-6,2 8 30 14 20,9 37 72 6,2 REDCS-0412 (2x)

34946 RED-9-7,0 9 30 15 21,2 37 72 7,0 REDCS-0412 (2x)

32013 RED-10-8,0 10 30 16 26,0 38 73 8,0 REDCS-0412 (2x)

34428 RED-11-9,0 11 30 17 22,8 38 73 9,0 REDCS-0412 (2x)

34947 RED-12-9,0 12 30 20 23,6 38 73 9,0 REDCS-0412 (2x)

34948 RED-14-11,0 14 30 22 25,2 39 74 11,0 REDCS-0412 (2x)

34427 RED-16-12,0 16 30 24 26,8 40 75 12,0 REDCS-0412 (4x)

32729 RED-18-14,5 18 30 26 27,4 40 75 14,5 REDCS-0412 (4x)

34949 RED-20-16,0 20 30 30 30,7 42 77 16,0 REDCS-0412 (4x)

31872 RED-22-18,0 22 30 32 31,4 42 77 18,0 REDCS-0412 (4x)
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Grundhalter und Spanneinsätze für Gewindebohrer | Body and clamping insert for tap drill

Corpi ed inserti di bloccaggio per maschi

Fermo

Pressure spring

Molla

Cylinder pin

Spina cilindrica

Grundhalter | Body | Corpo

mounted with : stopper / pressure spring / cylinder pin

montato con : fermo / molla / spina cilindrica

Spanneinsatz | Clamping insert | inserto di bloccaggio  

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

Sonderabmessungen auf Anfrage | Special dimensions on request | Misure speciale su richiesta



MF-SK

Code Type ISO d1 d2 l2 l l1 kg

19177 MF-SK40-69871-12.50 40 12 28 46 50 31 0,8 028

19176 MF-SK40-69871-20.60 40 20 48 63 60 41 1,1 050

19189 MF-SK40-69871-32.95 40 32 66 80 95 - 1,6 075

20974 MF-SK50-69871-20.80 50 20 48 63 80 61 2,3 050

20975 MF-SK50-69871-32.75 50 32 66 90 75 56 2,8 075

MF-MAS

Code Type ISO d1 d2 l2 l l1 kg

8291 MF-MAS40-12.60 40 12 28 46 60 33 0,8 028

8298 MF-MAS40-20.63 40 20 48 63 63 36 1,1 050

8299 MF-MAS40-32.90 40 32 66 80 90 - 1,6 075

8295 MF-MAS50-20.85 50 20 48 63 85 47 2,3 050

8296 MF-MAS50-32.95 50 32 66 90 95 57 2,8 075

17

Kraftspannfutter | Power chuck | Mandrini forte serraggio

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

Kühlmittelzufuhr | Internal coolant | Lubrificazione interna   DIN 69871 AD / B

Lieferumfang: ohne Spannschlüssel | Delivery: without clamping key | Consegna: senza chiave



MF-CAT

Code Type ISO d1 d2 l2 l l1 kg

5003 MF-CAT40-1/2 2.50 40 1/2" 1.10" 1.85" 2.50" 1.25" 0,6 028

5001 MF-CAT40-3/4 3.00 40 3/4" 1.89" 2.48" 3.00" 2.25" 1,1 050

5005 MF-CAT40-1 1/4 4.25 40 1 1/4" 2.59" 3.15" 4.25" - 1,6 075

4990 MF-CAT50-3/4 3.00 50 3/4" 1.89" 2.48" 3.00" 1.56" 2,3 050

4989 MF-CAT50-1 1/4 6.50 50 1 1/4" 2.59" 3.54" 6.50" 5.75" 2,8 075

MF-HSK

Code Type HSK-A d1 d2 l2 l l1 kg

8850 MF-HSK-A63-12.70 63 12 28 46 70 44 0,8 028

8848 MF-HSK-A63-20.85 63 20 48 60 85 59 1,1 050

8849 MF-HSK-A63-32.105 63 32 66 80 105 - 1,6 075
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Kraftspannfutter | Power chuck | Mandrini forte serraggio

Abmessungen in inch  |  Dimensions in inch  |  Dimensioni in inch

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

Kühlmittelzufuhr | Internal coolant | Lubrificazione interna   DIN 69871 AD / B

Lieferumfang: ohne Spannschlüssel | Delivery: without clamping key | Consegna: senza chiave



MC-SK

Code Type ISO d1 d2 l2 l l1 kg

19178 MC-SK40-69871-20.75 40 20 48 60 75 55,9 1,3 050

19175 MC-SK40-69871-32.105 40 32 66 80 105 - 2,1 075

20968 MC-SK50-69871-20.90 50 20 48 60 90 70,9 3,0 050

20971 MC-SK50-69871-32.100 50 32 66 100 100 80,9 4,0 075

MC-MAS

Code Type ISO d1 d2 l2 l l1 kg

31534 MC-MAS40-20.80 40 20 48 60 80 53,5 1,4 050

8290 MC-MAS40-32.90 40 32 66 80 90 65,0 1,9 075

8297 MC-MAS50-32.105 50 32 66 100 105 67,0 3,1 075

19

Kraftspannfutter auswuchtbar | Balanceable Power chuck | Mandrini forte serraggio bilanciabile

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

Kühlmittelzufuhr | Internal coolant | Lubrificazione interna   DIN 69871 AD / B

Lieferumfang: ohne Spannschlüssel | Delivery: without clamping key | Consegna: senza chiave



MC-CAT

Code Type ISO d1 d2 l2
l

l1 kg
(mm)

5004 MC-CAT40-3/4.75 40 3/4" 1.89" 2.36" 75 2.16" 1,3 050

4997 MC-CAT40-1 1/4.105 40 1 1/4" 2.60" 3.15" 105 - 1,8 075

5002 MC-CAT50-1 1/4.100 50 1 1/4" 2.60" 3.15" 100 3.18" 3,0 075

MC-HSK

Code Type HSK-A d d1 l2 l l1 kg

8851 MC-HSK-A63-20.85 63 20 48 60 85 59 1,2 050

8852 MC-HSK-A63-32.110 63 32 66 80 110 - 2,0 075

8858 MC-HSK-A100-32.110 100 32 66 80 110 81 3,6 075
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Kraftspannfutter auswuchtbar | Balanceable Power chuck | Mandrini forte serraggio bilanciabile

Abmessungen in inch  |  Dimensions in inch  |  Dimensioni in inch

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

Kühlmittelzufuhr | Internal coolant | Lubrificazione interna   DIN 69871 AD / B

Lieferumfang: ohne Spannschlüssel | Delivery: without clamping key | Consegna: senza chiave



MC

Code Type d d1 l

9547 MC-20.03 3 20 50

9548 MC-20.04 4 20 50

33813 MC-20.05 5 20 50

9535 MC-20.06 6 20 50

9536 MC-20.08 8 20 50

9534 MC-20.10 10 20 50

9532 MC-20.12 12 20 50

33814 MC-20.14 14 20 50

9533 MC-20.16 16 20 50

34916 MC-32.03 3 32 63

34917 MC-32.04 4 32 63

34918 MC-32.05 5 32 63

9537 MC-32.06 6 32 63

9538 MC-32.08 8 32 63

9649 MC-32.10 10 32 63

9650 MC-32.12 12 32 63

9648 MC-32.14 14 32 63

9646 MC-32.16 16 32 63

9647 MC-32.18 18 32 63

9654 MC-32.20 20 32 63

9655 MC-32.25 25 32 63

21

Spannhülse für Kraftspannfutter | Collets for Power chuck | Pinze per mandrini forte serraggio

Abmessungen in mm  |  Dimensions in mm  |  Dimensioni in mm

Lieferumfang: ohne Spannschlüssel | Delivery: without clamping key | Consegna: senza chiave



MC

Code Type d d1 l

34920 MC-3/4.1/4 1/4" 3/4" 1,97" (50 mm)

34921 MC-3/4.5/16 5/16" 3/4" 1,97" (50 mm)

34922 MC-3/4.3/8 3/8" 3/4" 1,97" (50 mm)

34923 MC-3/4.7/16 7/16" 3/4" 1,97" (50 mm)

34924 MC-3/4.1/2 1/2" 3/4" 1,97" (50 mm)

34925 MC-3/4.5/8 5/8" 3/4" 1,97" (50 mm)

34926 MC-1 1/4.3/8 3/8" 1 1/4" 2,48" (63 mm)

34927 MC-1 1/4.1/2 1/2" 1 1/4" 2,48" (63 mm)

34928 MC-1 1/4.5/8 5/8" 1 1/4" 2,48" (63 mm)

34929 MC-1 1/4.3/4 3/4" 1 1/4" 2,48" (63 mm)

34930 MC-1 1/4.1 1" 1 1/4" 2,48" (63 mm)

22

Spannhülse für Kraftspannfutter | Collets for Power chuck | Pinze per mandrini forte serraggio

Abmessungen in inch  |  Dimensions in inch  |  Dimensioni in inch

Lieferumfang: ohne Spannschlüssel | Delivery: without clamping key | Consegna: senza chiave
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